
Made in China

Emma 580/870
Under Cabinet Socket
Art nr:  480107,480108

Keep for future reference. Artnr: UM1007 Version: 2024/11

Art nr Name Power 
supply

Total 
Power kit

Enclosure 
luminaire

Luminous Life span Colour 
temperature

Min/Max operating 
temperature

480107 Emma 580 Under Cabinet Socket 230V AC 7W IP20 650 lm L80 100 000h 3000K ta -20°C – +40ºC
480108 Emma 870 Under Cabinet Socket 230V AC 10,5W IP20 1000 lm L80 100 000h 3000K ta -20°C – +40ºC
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For explanation of the symbols, see www.llitt.com
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Replaceable control gear by a professional

Replaceable (LED only) light
source by a professional
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sv SÄKER INSTALLATION

Se till att spänningen är frånslagen före installation eller 
underhåll.

en

-

Make sure that the mains power is switched off before 
installation or maintenance.

de SICHERE INSTALLATION

Achten Sie darauf, vor Installation oder Wartung die 
Stromversorgung auszuschalten.

nl VEILIGE INSTALLATIE

Zorg ervoor dat de netspanning is uitgeschakeld voor 
installatie of onderhoud.

TURVALLISUUSOHJEET

Varmista, että jännite on kytketty päältä ennen asennusta 
ja huoltoa.

no SIKKER INSTALLASJON

elektriker kontaktes.
Sørg for at spenningen er frakoblet før utføring av 
installasjon eller vedlikehold.

fra varmekilder og i et godt ventilert rom.

da SIKKER INSTALLATION

vedligeholdelsen. Hvis dette kendskab mangler, kontakt en 

Sørg for at spændingen er slået fra før installation eller 
vedligeholdelse.

2mm

Emma 580: 200mm
Emma 870: 490mm
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